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or its equivalent. The valve and seat 

must be readily accessible or remov-

able for repairs, including grinding. 

(b) Inner container may be equipped 

with bottom washout of approved de-

sign. If applied, bottom washout must 

comply with the following require-

ments: 

(1) The extreme projection of the bot-

tom washout equipment may not be 

more than that allowed by appendix E 

of the AAR Specifications for Tank 

Cars. 

(2) Bottom washout must be of cast, 

forged or fabricated metals. If it is 

welded to the inner container, it must 

be of good weldable quality in conjunc-

tion with metal of tank. 

(3) If washout nozzle extends below 

the bottom of the outer shell, a V- 

shaped breakage groove shall be cut 

(not cast) in the upper part of the noz-

zle at a point immediately below the 

lowest part of the inside closure seat or 

plug. In no case may the nozzle wall 

thickness at the root of the ‘‘V’’ be 

more than 1⁄4-inch. Where the nozzle is 

not a single piece, provisions shall be 

made for the equivalent of the break-

age groove. The nozzle must be of a 

thickness to insure that accidental 

breakage will occur at or below the 

‘‘V’’ groove or its equivalent. On cars 

without a continuous center sill, the 

breakage groove or its equivalent may 

not be more than 15 inches below the 

outer shell. On cars with continuous 

center sills, the breakage groove or its 

equivalent must be above the bottom 

of the center sill construction. 

(4) The closure plug and seat must be 

readily accessible or removable for re-

pairs. 

(5) The closure of the washout nozzle 

must be equipped with a 3⁄4-inch solid 

screw plug. Plug must be attached by 

at least a 1⁄4-inch chain. 

(6) Joints between closures and their 

seats may be gasketed with suitable 

material. 

[Amdt. 179–9, 36 FR 21342, Nov. 6, 1971, as 

amended by Amdt. 179–40, 52 FR 13048, Apr. 

20, 1987; 68 FR 75763, Dec. 31, 2003] 

§ 179.220–20 Reinforcements, when 
used, and appurtenances not other-
wise specified. 

All attachments to inner container 

and outer shell must be applied by ap-

proved means. 

[Amdt. 179–9, 36 FR 21342, Nov. 6, 1971] 

§ 179.220–22 Closure for openings. 

(a) All plugs must be solid, with NPT 

threads, and must be of a length which 

will screw at least six threads inside 

the face of fitting or tank. Plugs, when 

inserted from the outside of the outer 

shell tank heads, must have the letter 

‘‘S’’ at least three-eighths inch in size 

stamped with steel stamp or cast on 

the outside surface to indicate the plug 

is solid. 

(b) Openings in the outer shell used 

during construction for installation 

must be closed in an approved manner. 

[Amdt. 179–9, 36 FR 21343, Nov. 6, 1971] 

§ 179.220–23 Test of tanks. 

(a) Each inner container or compart-

ment must be tested hydrostatically to 

the pressure specified in § 179.221–1. The 

temperature of the pressurizing me-

dium must not exceed 100 °F. during 

the test. The container must hold the 

prescribed pressure for at least 10 min-

utes without leakage or evidence of 

distress. Safety relief devices must not 

be in place when the test is made. 

(b) The inner container must be pres-

sure tested before installation within 

the outer shell. Items which, because of 

assembly sequence, must be welded to 

inner container after its installation 

within outer shell must have their at-

tachment welds thoroughly inspected 

by a nondestructive dye penetrant 

method or its equivalent. 

(c) Pressure testing of outer shell is 

not a specification requirement. 

[Amdt. 179–9, 36 FR 21343, Nov. 6, 1971] 

§ 179.220–24 Tests of pressure relief 
valves. 

Each safety relief valve must be test-

ed by air or gas for compliance with 

§ 179.15 before being put into service. 

[Amdt. 179–9, 36 FR 21343, Nov. 6, 1971, as 

amended at 62 FR 51561, Oct. 1, 1997] 

VerDate Mar<15>2010 13:34 Jan 02, 2014 Jkt 229220 PO 00000 Frm 00312 Fmt 8010 Sfmt 8010 Y:\SGML\229220.XXX 229220eh
ie

rs
 o

n 
D

S
K

2V
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2014-01-30T14:53:57-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




